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03_3 mm Tile Adhesive for optional Warmup Ultralight Insulation

02_ Warmup Floor Sensor (conduit recommended)

01_Insulated Subfloor

WARMUP NEXXA12 SYSTEM. Standard Detail

TITLE

NEXXA12 - Standard Detail

CAD FILE

20220819-H-NEXXA12-DET SECTIONS.DWG

DRAWN
EM

CHECKED
AW

DATE

19.08. 2022

SCALE
N/A

This file and its content are the property of Warmup Plc and are protected by copyright laws. This file and its contents may only be distributed, copied or reproduced in full and may not be edited or copied in part.

Do not scale from this drawing.

The Warmup word and associated logos are trade marks. Warmup Plc. 2010 - Regd. TM Nos. 1257757, 4409926, 5265707. E & OE. Registered in England No. 2955213.

Warmup

The world's best-seliing floor heating brand™
WARMUP PLC,

704 Tudor Estate, Abbey Road, London, NW10 7UW, UK
uk@warmup.com www.warmup.co.uk T: 0845 034 8270

WARMUP GmbH
OttostralBe 3, 27793 Wildeshausen, DE
de@warmup.com www.warmupdeutschland.de T: 0 44 31 - 948 70 0




+—— 10_Tiled Floor Finish

— 09_Tile Adhesive
~——— 08_ Minimum 22 mm Levelling Compound

—— 07_Warmup Perimeter Expansion Strip

06_Warmup 12 mm Pipe

05_ Warmup Nexxal2 Panel

04_ Warmup 6 mm Ultralight Insulation (Optional)

03_3 mm Tile Adhesive for optional Warmup Ultralight Insulation

02_ Warmup Floor Sensor (conduit recommended)

01_ Insulated Subfloor

WARMUP NEXXA12 SYSTEM. Tiled floor finish
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WARMUP Nexxal2 Floating timber floor finish
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WARMUP Nexxal2 SYSTEM. Vinyl floor finish - floating
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WARMUP Nexxal2 SYSTEM. Vinyl floor finish - glued
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WARMUP Nexxal2 SYSTEM. Carpet floor finish
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